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Garages, Car Dealers, Repair Shops, and 1976 
Trade and Technical Schools...all prefer 


Aydraulic 
TRANSMISSION JACKS 


PRINTED IN U.S.A. 





o WUDEL Hydraulic Transmission Jacks 


assure: strong, positive, precise control 
- . of all movements—horizontal, 

- vertical, tilting and travelling— 
“required to remove and install any 


automatic transmission. 


- ~ provide safe, easy, one-man 
| _ handling of all types and 
- makes automobile and light truck 


automatic transmissions. 


"Whether it's the KREEP-R for floor 
service operation, or the KLIME-R for 


_ overhead servicing, you'll find 
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TRANSMISSION JACKS 





NO. 700-50 “KREEP-R” TRANSMISSION JACK 


WUDEL No. 700-50 “KREEP-R” Hydraulic Transmission Jack with Universal 
Adapter, handles all automatic transmissions. The jack is hydraulically 
operated to assure fractional raising and lowering for perfect positioning 
and alignment of transmission. The hydraulic assembly unit is a special 
design. It is sturdily built and will handle eight times the weight of an 
average automatic transmission. It FEATURES full 360° rotating pump- 
ing handle. It FEATURES 90° forward tilt of Powerglide Transmission. 
It FEATURES bench-height lifting range to full 31 inches. It FEATURES a 
Universal Adapter that carries all weight of the transmission on the 
transmission pan flange to prevent damage to bottom of pan. It 
FEATURES the conversion of the Universal Adapter into Powerglide 
Adapter as shown. It FEATURES No. 60 Powerglide Adapter as an as- 
sembled unit. It FEATURES THE EXTENDED VERSATILITY to handle truck 
transmissions and differentials; Corvair Power Train; Tempest Transaxle; 
Porsche and Volkswagen Engines and Transmissions. 


DEALER NET PRICE No. 700-50 Jack and Universal Adapter.............. $219.50 





NO. 70 STAND for Model 700 Jack is sturdily 


built to more than carry the weight of any Auto- NO. 700-50 SPECIFICATIONS 


Maximum forward tilt (Powerglide)..90° 







NO. 50 UNIVERSAL ADAP- 
TER: Handles all automatic 
transmissions. Converts in- 
to Powerglide Adapter, as 
shown above, 
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matic Transmission. The stand is adjustable ifti 

to 42", 441%” or 47” high, as desired. Any of Capacity lifting load.............. 1000 Ibs. 
these heights are convenient positions from Overall length.........-.-.-.----....---s----- 33” 
which to work, either from two post lifts or Overall width.................................... 17” 
in pits. The jack is firmly fitted into chan- -_ 

nels on the stand, giving complete safety at Overall height (lowered position)..61/,” 
all times. The free-rolling creeper wheels on Maximum height.............................. 31” 


the stand allow the entire unit to be easily 


Maximum backward tilt (Powerglide)..8° 
Maximum forward tilt (Universal)....80° 
Maximum backward tilt (Universal) ..20° 
Maximum side tilt (either side)-..... 22° 


rolled into working position. 
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NO. 50 UNIVERSAL ADAPTER fits 
all automatic transmissions. All the 
transmission weight is carried on 
the transmission pan flange; pre- 
vents damage to pan; adapter jaws 
Snugly fit corners of pan. Converts 
into a Powerglide Adapter as shown 
on No. 700-50. Tilts forward 80°, 
backward 20°, and either side 
22°. Adapter quickly changed by 
simply removing one pin. 


Dealer Net Price...................... $27.50 


NO. 50-6 LOW CORNER LUGS (1% 
inches high) are interchangeable 


with standard lugs on No. 50 Uni- 


versal adapter. These are especially 
favorable for handling transmissions 
that have shallow pans. 


Dealer Net Price (set of 4)....$13.00 


Shipping weight — Jack with 2 Adapters — 100 Ibs. 
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NO. 76 ADAPTER for handling Trans- 
fer Case (Model 203) in GMC 4 
wheel drive. It is designed to fit 
No, 700 and 711 jacks. 


Dealer Price................ oye $59.50 





NO. 63 TRUCK CRADLE ADAPTER 
extends the versatility of the No. 
700 Hydraulic Transmission Jack. | 
is designed to handle 4 and 5 
speed truck transmissions in the 
Chevrolet, Ford, Dodge and other 
similar trucks. It is also handy 
for many conventional transmis- 
sions. It tilts the transmission for- 
ward to 80°, backward 20° and to 
either side 22°. A transmission 
jack is not complete without this 


Dealer Net Price...................... $25.75 



















NO. 50 UNIVERSAL ADAPTER 
converted for handling the 
C-4 CRUISE O MATIC Ford 
Transmission. 
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NO. 711-50 SPECIFICATIONS 


NO. 711-50 “KLIME-R” TRANSMISSION JACK 


WUDEL No. 711-50 “KLIME-R” Two-Stage, Vertical Lift, Hydraulic Trans- 
mission Jack with Universal Adapter handles all automatic transmissions. 
It provides safe, easy, one-man handling when removing, installing or 
transporting all types and makes of automobile and light truck trans- 
missions. It is precision engineered in a two-stage design with every 
requirement for overhead lift without handling the transmission. Hydrau- 
lically and mechanically operated, with adjustments and movements 
under complete control of operator, this SUPREME jack has a one-third 
faster lifting speed and a 1000 lb. handling capacity. The two-stage 
lift operates from a low position of 32” to a high of 72” — a total 
lifting range of 40”. The rotating pump handle operates with ease in 
any desired position; its function is not impaired with a Corvair Power 
Train on the jack. It FEATURES a Universal Adapter, which carries all 
transmission weight on transmission pan flange, preventing damage to 
bottom of pan, and can be converted into a Powerglide Adapter. No. 60 
Powerglide Adapter is also available as an assembled unit. It FEATURES 
a locked transmission when in low position, preventing rotation, and 
enabling the mechanic to make minor repairs without removing trans- 
mission from jack. The FOUR WHEEL BASE provides absolute stability 
even at full height, with transmission tilted forward to 90°. OPTIONAL 
EQUIPMENT of either steel creeper-type or hard plastic wheels. 


DEALER NET PRICE No. 711-50 Jack Universal Adapter........................ $499.50 











NO. 72 TORONADO and ELDORADO Trans- 
mission and Final Drive Adapter is 
especially engineered, properly designed, 
and sturdily built to safely remove and 
install the Transmission and Final Drive 
Assembly. This Adapter assures center-of- 
gravity positioning on both the #700 and 
#711 Jacks. 


DEALER FEET PUR sisinsicccsscscesssescxess 


DEALER NET PRICE..$18.75 


c 
' 

1 Capacity (lifting load).......... 1000 Ibs. Wheel tread.....................-..-.---.-------- 2514" 73 TORONADO Final 
Overall length.................--..-.----- 4214," Maximum forward tilt (Powerglide)....90° iis Adapter handles the 
Seg | re 32” Maximum backward tilt (Powerglide)..10° Final Drive only. Final 
1 Overall height (low position)........ 33” Maximum forward tilt (Universal)........ 80° Drive is held firmly in = 
Maximum height (pick up point)..72” Maximum backward tilt (Universal)....20° oni assuring sate 
Wheel base. ....000:...-...2-.200.0-.2-00----- 36” Maximum side tilt (either side)-......... 22° 
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NO. 59-68VW ADAPTER for handling 
Volkswagen engine on No. 700 and 
0. 711 Transmission Jacks. 


Dealer Price.....................-..---- $22.50 





Shipping weight — Jack and Adapters — 160 Ibs. 


NO. 59 ADAPTER PLATE is required 
for No. 700 or 711 Transmission 
Jacks to use No. 66P Porsche En- 
gine Adapter, No. 67TA Volkswagen 
Transmission Adapter and 68VW 
Volkswagen Engine Adapter. 


DEALER NET PRICE ...... 





NO. 66P PORSCHE ENGINE ADAPTER, 
NO. 67TA VOLKSWAGEN TRANSMIS- 
SION ADAPTER, and NO. 68VW 
VOLKSWAGEN ENGINE ADAPTER are 
especially engineered and properly 
designed for safe handling of en- 
gines and transmissions. These 
adapters are designed to use with 
No. 7OO0VW Volkswagen Engine and 
Transmission Jack shown on the 
following page. DEALER NET PRICES 


No. 66P $16.75 - No. 67TA $ 23.50 
No. 68VW $ 16.75 
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lL Mydraulic 


ENGINE JACK 


NO. 700VW-68VW FOR HANDLING VOLKSWAGEN ENGINES 


The WUDEL No. 7OOVW-68VW Hydraulic Jack has been 
scientifically designed and built especially for easy re- 
moval and installation of Volkswagen and Porsche 
Engines and Transmissions. The jack is hydraulically 
operated to assure fractional raising and lowering for 
perfect positioning and alignment of engine to trans- 
mission. The pumping handle rotates a full 360°, and 
may be pumped by hand or foot. An 18” extension 
handle is provided, which actuates the hydraulic lower- 
ing release. Overall height, low position of adapter is 
approximately 5”. High position about 30”. Adapter 


Distributed by 





may be set into a desired rigid position or rocked, 
quickly aligning the engine with the transmission. No. 
66P Porsche, 67TA Transmission and 68VW Volks- 
wagen Engine Adapters, as shown on previous page, 
are specifically designed for the 7OOVW Hydraulic Jack. 
MODEL 7OOVW Hydraulic Jack is designed to handle 
1000 pounds. This makes it the ideal jack for lifting 
either end or either side of the Volkswagen or Porsche 
Automobile. The 30” high lift is often extremely ad- 
vantageous. 


DEALER NET PRICE No. 700VW Jack and 68VW Adapter, as shown.....$219.50 

















Edmund J. WUDEL Manufacturing Co., Inc. 
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Post Office Box 2111 e Whittier, California 90606 


11876 Burke Street, 
Santa Fe Springs, California 90670 








SPARK PLUG CLEANER: 
SPARK PLUG TESTFR 
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CONFIDENTIAL JOBBERS DISCOUNTS: 








213/723-2059 
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Edmund J. WUDEL Manufacturing Co., Inc. 
Post Office Box 2111 e Whittier, California 90606 


11876 Burke Street, 
Santa Fe Springs, California 90670 


JANUARY 1, 1976 





DISCOUNT LESS 30% 





STOCK DEALER JOBBER SHIPPING 
NO. NET NET CASE WT. EACH 
400 Vixen Deluxe Cleaner and Tester $72.50 $50.75 1 13 lbs. 
402 Vixen Deluxe Cleaner and Tester to 
operate from 220 volt 50-60 cycle 77.00 53.90 1 13 lbs. 
444 Vixen Deluxe Cleaner only 26.75 18.72 1 6 lbs. 
12 Vixen Cleaner and Crisilite 9.75 6.82 12 25 Ibs. 
78L _Crrsilite (Abrasive) 85 60 12 25 Ibs. 
REPLACEMENT PARTS FOR NO. 400 VIXEN DELUXE SPARK PLUG CLEANER AND TESTER 
400-1 Cabinet $17.00 $11.90 
400-90 Sand Deflector 1.25 87 
400-50 Drawer and Handle Assembly 3.50 245 
400-14 Mirror Bracket 90 .63 
400-15 Glass Mirror 20 14 
400-17. Tester Valve Bod 2.15 1.40 J) 
400-19 Tester Valve od and Stem i, =) ae 
400-20 Pressure Chamber Assembly SFO 2.62 
400-26 Air Line (Valve to Pressure Chamber) 30 ‘> Eee fe 
400-27 Air Line (Valve to Cleaner) 30 21 poo 
400-31 Air Gauge \ 2,95 2.06 eae a 
400-32 Back Cover a Sane ee 24 3 | 
400-34 10MM Adapter x A5e 24 a | 
400-35 14MM Adapter a .24 } 
400-36 18MM Adapter ae \ 35 24 
400-40 = Coil Résenildy Complete with Switch \ 
and Drop Cord 17.%5 12.42 
400-40-15 High Voltage Coil & .005 Mfd.Condenser 10.50\, 135 
400-40-12 Vibrator Assembly aoe 2.45 
400-40-16 High Voltage WireAnd Ca 40 .28 
400-40-7 Six-foot Disp Gad and Plug 1.85 1.30 
400-40-8 — Electric Switch with Nuts | fo. \ =.52 
400-40-11 Switch Knob and Set Screw es \.17 
REPLACEMENT PARTS FOR NO. 400 AND NO. 444 VIXEN DELUXE 
444-1 Cabinet $ 8.75 $ 6.12\ 
444.2 Spark Plug Cleaner Assembly Complete 12.15 8.50 
444-80 Grommet Assembly 1.10 77 
444-80-3 Grommets only 40 28 
444-70 Cleaner Body ee 4.16 
444-70-15 Filter Bag Assembly, Complete 1.60 1.12 
444-70-16 Rubber Band {25 mY; 
444-70-17 Metal Band 30 24 
444-60 Valve Body and 2 Air Valves 3.95 2.76 
444-60-1 Valve Body only 2.45 se a 
444-60-5 Valves, Air or Blast OF 52 
REPLACEMENT PARTS FOR NO. 12 VIXEN SPARK PLUG CLEANER 
78L Crisilite (Abrasive) sand. $85 $ .60 
12B Canvas Bag 40 28 
12GN Grommet 40 .28 
12MB Metal Band 25 [37 
12RB Rubber B .20 14 
12V Air Valve G6mplete 715 52 


TERMS: 2% — 10th p. 









= FULL SHIPPING CHARGES ALLOWED ON $150.00 ORDERS OR MORE. 


SUCH ORDERS MUST BE*“SHIPPED FROM FACTORY AT SANTA FE SPRINGS, CALIF. 90670. 
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